BEAN TENDER

BTS Series, Weigh Tender, Pro Box Tender

INNOVATIVE QUALITY SOLUTIONS
The BTS-550, has a 50/50 split hopper with a 550 unit (440 bu) capacity.

The self-contained, hydraulic system is powered by a 16hp Vanguard gas engine.

The 25’ long, 10” tube with a 16” belt has a discharge height of 12’ at 30 degrees not including deck or trailer.

Standard Features:
• Full wireless remote
  - Engine start/stop
  - Conveyor raise and lower
  - Side to side swing
  - Gate control and belt function
• Ladders, front and rear
• Manual roll tarp
• LED working lights

Optional Features:
• Weigh scale package
• Trailer
This 410 unit (330 bushels), 50/50 split hopper tender conveys up to 1500 lbs per minute through an 8” tube with a 10” belt.

Conveyor tube lengths of 18’ or 21’ long are available.

Standard Features:
- Manual roll tarp
- 2 button remote control
- Ladders, front and rear

Optional Features:
- Full wireless remote
- Weigh scale package
- Trailer with electric brakes

Electric Actuator on Gate
Honda Gas Engine with Battery
Pivot Railing
This bean tender has a 50/50 split hopper, and holds 295 units (235 bu).
It features a 5.5hp Honda gas drive with electric start and wireless variable speed throttle control.

The 21’ long, 8” tube with 10” belt, discharges 1500 lbs per minute.

The conveyor can swing 140 degrees around the side.

Standard Features:
• Manual roll tarp
• 2 button remote control
• Ladders, front and rear

Optional Features:
• Full wireless remote
  - Engine start/stop
  - Side to side swing
  - Gate control and belt function
• Weigh scale package
• Trailer
  - Electric brakes
  - 205/75/R15 tires

Full Wireless Remote Control (not to scale)
This weigh tender features a 20’ long, 10” tube with a 16” belt. It is powered by a 13hp Honda with an electric clutch and wireless throttle control.

The tender discharges up to 3500 lbs per minute.

Standard Features:
- Manual roll tarp
- 2 button remote control
- Ladders, front and rear

Optional Features:
- Full wireless remote
  - Engine start/stop
  - Swing, gate and belt functions
- Weigh scale package
- Trailer with electric brakes
The BTS-115 has a 115 unit (92 bu) capacity. It features a single tank construction with steel lid.

The 18’ long, 8” tube with 10” conveyor belt, discharges up to 1500 lbs per minute.

The tender is powered by a 5.5hp Honda gas drive with electric start and wireless, variable speed throttle control.

Standard Features:
• 2 button remote control
• Rear ladder

Optional Features:
• 3’ conveyor tube extension
• Full wireless remote
  - Engine start/stop
  - Swing, gate and belt functions
• Trailer with electric brakes, 205/75/R15 tires
This tender can hold 2 Pro Boxes. It comes with a 21’ long, 8” tube with a 10” conveyor belt.

This unit can discharge up to 1500 lbs/min.

It is powered by a 5.5hp Honda gas drive with electric start, and wireless, variable speed throttle control.

Standard Feature:
- 2 button remote control

Optional Features:
- Trailer
  - Two 3500 lb torsion bar axles
  - Electric brakes
  - 205/75/R15 tires
## SPECIFICATIONS:

<table>
<thead>
<tr>
<th>Model</th>
<th>Total Units (Bushels)</th>
<th>Conveyor Size</th>
<th>A (Overall Lgth)</th>
<th>B (Hopper Lgth)</th>
<th>C (Hopper Hgt)</th>
<th>D (Hopper Wdth)</th>
<th>E (Discharge Height)</th>
<th>F (Conveyor Height)</th>
<th>Conveyor Swing</th>
<th>Weight (empty)</th>
</tr>
</thead>
<tbody>
<tr>
<td>PT-100</td>
<td>100 (80)</td>
<td>8&quot; Tube 10&quot; Belt</td>
<td>32' 2&quot;</td>
<td>8' 3&quot;</td>
<td>n/a</td>
<td>n/a</td>
<td>8' 11&quot;</td>
<td>12' 7&quot; (incl 2' trailer)</td>
<td>180°</td>
<td>1277 lbs</td>
</tr>
<tr>
<td>BTS-115</td>
<td>115 (92)</td>
<td>8&quot; Tube 10&quot; Belt</td>
<td>22' 2&quot;</td>
<td>7'</td>
<td>7' 5&quot;</td>
<td>7'</td>
<td>8' 3&quot;</td>
<td>10' (incl 2' trailer)</td>
<td>90°</td>
<td>2125 lbs</td>
</tr>
<tr>
<td>BTS-295</td>
<td>295 (235)</td>
<td>8&quot; Tube 10&quot; Belt</td>
<td>24' 7&quot;</td>
<td>11' 11&quot;</td>
<td>8' 3&quot;</td>
<td>8' 5&quot;</td>
<td>8' 5&quot;</td>
<td>12' 2&quot; (incl 2' trailer)</td>
<td>140°</td>
<td>3516 lbs</td>
</tr>
<tr>
<td>BTS-2950</td>
<td>295 (235)</td>
<td>8&quot; Tube 10&quot; Belt</td>
<td>24' 7&quot;</td>
<td>11' 11&quot;</td>
<td>8' 5&quot;</td>
<td>8' 5&quot;</td>
<td>8' 3&quot;</td>
<td>10' (incl 2' trailer)</td>
<td>140°</td>
<td>3516 lbs</td>
</tr>
<tr>
<td>WT-295</td>
<td>295 (235)</td>
<td>10&quot; Tube 16&quot; Belt</td>
<td>25' 3&quot;</td>
<td>11' 11&quot;</td>
<td>8' 7&quot;</td>
<td>8' 5&quot;</td>
<td>9' 7&quot;</td>
<td>12' 6&quot; (incl 2' trailer)</td>
<td>140°</td>
<td>4491 lbs</td>
</tr>
<tr>
<td>BTS-410</td>
<td>410 (330)</td>
<td>8&quot; Tube 10&quot; Belt</td>
<td>26' 1&quot;</td>
<td>14' 6&quot;</td>
<td>9' 3&quot;</td>
<td>8' 5&quot;</td>
<td>8' 5&quot;</td>
<td>12' 2&quot; (incl 2' trailer)</td>
<td>140°</td>
<td>3860 lbs</td>
</tr>
<tr>
<td>BTS-550</td>
<td>550 (440)</td>
<td>10&quot; Tube 16&quot; Belt</td>
<td>31' 8&quot;</td>
<td>16' 7&quot;</td>
<td>10'</td>
<td>8' 5&quot;</td>
<td>6' 7&quot; @ 17° 11' 8&quot; @ 30°</td>
<td>9' 10&quot;</td>
<td>91°</td>
<td>6690 lbs</td>
</tr>
</tbody>
</table>

Specifications subject to change without notice.